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Informative

Product
Alternative winch rope for ILDO1 and ILD02

Background
Different winch rope for seasoned operators and intensive winch use.

Importance
Informative

Valid from
June 2020

Valid for
Spider ILDO1
Spider ILD02

New Parts / Superseded / Superseding

New parts

Part No. Complete | QTY | Designation

1W01S291 1| Rope @ 8mm — 25m standard rope

N2861 1| Rope DYNEEMA / HMPE & 8mm — 25m Dyneema winch rope

Price and Availability
Price: see the Latest Price list

Availability: | June 2020

Retrofit ability
Fully compatible for Spider ILD01, Spider ILD02 and 2SGS

Warranty
N/A

Related documents
N/A

Attachment
Product sheets for both ropes.

Technical description:

After careful consideration we decided to provide an alternative to the standard winch rope. This alternative is

made from Dyneema (HMPE) and is much more scratch resistant then the original rope.

But this rope is single braided whereas the original is double braided. This means that the Dyneema rope

works more like a steel cable without any elasticity where the original rope has an elastic inner core.

This means that if the customer is rough on the winch, coming to hard stops and hard starts and sliding down
with the winch line loose, the winch, the mounting and the mowing deck will suffer from these jolts.

Therefor we advise customers whom work regularly with the winch and know how to utilize it to consider this
rope when running into often damages of the rope. For beginning users and incidental winch users we do not

advise to use this rope.

Any damage to the winch, the mounting and the mowing is seen as rough use of the machine and is not

covered under warranty.
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Standard double braided winch rope

Technical desript.:

Material:

TECHNICAL DATAS

TECHNICAL LIST
LCENe>Z
Braided ropes for Yachting
Validity from: 01/2009
Technical List
ITEMS WO080LBL5H025C
Blizzard

Double braided rope, 24str. in the cover

PES braided cover, PES braided core

Stamp :

BOLATICE: 1.1.2020 |0\,

Tel. +420 553 751 204
Mob. +420 725 569 946
e-mail: vojtech.elias@lanex.cz

L
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: " Weight Length
Parameter Diameter Weight toleration | Strength toleration
Meassure mm g/m % kN %
8 56 +/-8% 18 +/-5%
SPECIFIC 1,38 MOST CHEMICALS [ v d
GRAVITY (non-floating) | RESISTANCE gl
HEAT Very good | COLD & FROST , Exnallent '
RESISTANCE (260° melting) | RESISTANCE | '
UV RESISTANCE Outstanding | WATER RESISTANCE |  Excellent (0,5% absorption) |
ABRASION '
RESISTANCE bl s ]
Responsible person:
Vojtech Elias , .
Product Manager // Pl
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Single braided Dyneema rope.

prod

Material: 100 % HMPE

D-F3

uced according to DIN EN ISO 2307

TECHNICAL LIST
Iaanex
Braided ropes for Yachting
Validity from: 11/2019
Technical List
ITEMS :

Technical descript.: 12 strands braided heat set rope, fixed, pre — stretched, PU coated

TECHNICAL DATAS
i} i .
Parameter | Diameter | Weight Strength Elongation
| —
Meassure mm Kg/100m kN by 30% of BL
8 36 52 2 %
P MOST
gpﬂiﬁlr.rls {ﬂc?é?iz ) | CHEMICALS Excellent
¥ '"3) | RESISTANCE ]
OIL CONTENT IN COLD & FROST
FIBER ~ | “01% | RESISTANCE Excelent
UV RESISTANCE | Excellent | WATER Excellent (0% absorption)
" | RESISTANCE ; P |
ABRASION HEAT R
RESISTANCE LVery good RESISTANCE Low (145-150 me_l'Emg)

Responsible person:
Vojtech Elias

=y /

Product Manager
Tel. +420 553 751 204
Mob. +420 725 569 946

e-mail: vojtech.elias@lanex.cz
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Stamp : B
|
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BOLATICE: 1.1.2020
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