Dvorak — svahové sekacky s.r.o.
Pohled 277, 58221 Pohled, CZ

spider

parts@spider-cz.com

. . No: 127
Parts and product information Date | 17-09.2020
Control unit change for CrossLiner Informative

Product

Control unit including wiring harness has been updated.

Background

The updated control unit has some extra features in comparison to the original one:
Roll emergency setting, once the machine is on a slope steeper then 72° the machine will automatically turn
off the mowing device and the engine will also automatically be turned off. Once back under 72° all can be

restarted,

Importance
Informative

Valid from
September 2020

Valid for

SPIDER CrossLiner Serial Ne 140 and onwards.

New Parts / Superseded / Superseding

Superseded parts Superseding parts
Description Number Qty. Description Number Qty.
Control unit+main harness | SX07S140* 1 | Control unit+main harness | SX07S140* 1
EU/USA/CAN/AUS EU/USA/CAN/AUS
Control unit+main harness | SX07S200* 1 | Control unit+main harness | SX07S200* 1
Japan Japan

*Part number does not change, fully backwards compatible.

Price and Availability
Price: see the Latest Price list
Availability: | September 2020 |

Retrofit ability

Fully compatible for all Spider CrossLiners

Warranty
N/A

Related documents
N/A

Attachment
N/A

Technical description:

The control unit was updated due to safety concerns. The unti was fitted with an incline sensor for indicating
safe operation without the winch this warning is set to 40°

For extra safety the control unit will turn off the blade and the engine once the machine is in at an angle

steeper than 72°.

Due to this safety functionality it is not possible to engage or disengage the blade while in service position.
As you know you need to be able to engage and disengage the blade while exchanging the belts.
To solve this issue the machines will be sent with an additional key.
You use this key only when you need to exchange the belts. You plug the key in the socket in the control unit
after removing the cover, this will then override the safety function.
It is not possible to leave the Key in the socket because it will not be possible to close the cover back on the
control unit. Following some pictures of the key and the socket.
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