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Product 
Replacing the servo motor for turning on the machine ILD01 

Background  
Due to frequent problems with the supply of existing APS servomotors and customer requests  
for improved machine maneuverability. 

Importance 
Informative 

Valid from 
June 2022 

Valid for 
SPIDER ILD01 S/N 2891 and higher 

New Parts / Superseded / Superseding 

*Part number does not change, fully backwards compatible. 

Valid for 
SPIDER ILD01 S/N 2703 and lower 

 
From July 11, 2019, the DOGA control console (2R02S017) is installed on ILD01 machines from S/N 2704 
and higher, so it is not necessary to change the console on new machines. For older machines up to mower 

ILD01/2703, it is also necessary to replace the APS control bracket (1R02S016). 

Price and Availability 
Price: see the Latest Price list 

Availability:  June 2022  

Retrofit ability 
Individual components of the new assembly are not compatible with the older version. 

Warranty 
N/A 

Superseded parts Superseding parts 

Description Number Qty. Description Number Qty. 

Wheel rotation motor 
APS 

1R02S082 1 
DOGA wheel rotation 

servomotor 
2R02S011 1 

Gear wheel Z10 II. 1R02S027 1 
Chain wheel 

turning Z14 DOGA 
2R02S021 1 

Nut M10 N835 1 x x x 

Superseded parts Superseding parts 

Description Number Qty. Description Number Qty. 

Wheel rotation motor 
APS 

1R02S082 1 
DOGA wheel rotation 

servomotor 
2R02S011 1 

APS control console 1R02S016 1 DOGA control console 2R02S017 1 

Gear wheel Z10 II. 1R02S027 1 
Chain wheel 

turning Z14 DOGA 
2R02S021 1 

Nut M10 
N835 1 x x x 
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Related documents 

Parts manual PM_EN-CZ_ILD01_sn_02891.pdf 

Operator´s manual OM_ILD01G_2761-EN_rev 03-01-04-2023.pdf 

Attachment 

Parts manual PM_EN-CZ_ILD01_sn_02891.pdf 

Page 26 

Technical description: 
Based on detailed tests of the original APS servomotors and the new DOGA servomotors, the ability to 
improve maneuverability on the machine has been proven. Compared to the APS servomotor, the DOGA 
servomotor has lower current consumption and lower temperature under load and during free shaft rotation. 
 
 

 
 

 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

https://www.spider-cz.com/data/files/PM%202022/PM_EN-CZ_ILD01_sn_02891.pdf
https://www.spidermower.com/data/files/OM_ILD01G_2761-EN_rev%2003-01-04-2023.pdf
https://www.spider-cz.com/data/files/PM%202022/PM_EN-CZ_ILD01_sn_02891.pdf
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