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Subject 
Changes on E-Cross liner – Retrofittable Electric Winch 

Reason  
In order to increase the slope accessibility and to secure the E-Cross on the slope, the 
newly introduced winch is fitted as standard. 

Importance 
Informative 

Valid from 
14.02.2024  

Valid for 

SPIDER E-Cross S/N 37      higher 
                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                           

Price and Availability 

Price: Newest Pricelist 
Availability: 14.02.2024 

Retrofit  

Reassembly of the winch is only possible for machines manufactured before the winch was 
put on the market. On older machines the winch can be retrofitted after technical 
modifications to the E-Cross mower. These modifications include trimming the arm fairings, 
replacing the drive pulley, removing and relocating the charging socket and removing the 
guide frame. All the information you need regarding the reassembly can be found in the 
video guide/instructions. 

Warranty 
N/D 

Related Documents 

Parts Manual & 
Catalogue 

to complete and process 

Příloha 

Parts Manual & 
Catalogue 

to complete and process 

Page to complete and process 

Technical Description 

The winch must be installed with the main battery connector disconnected. There is a risk of 
short circuit or fire. 
After removing the original parts, the machine is fitted with the winch assembly and the 
appropriate braces, 
a new drive pulley, the appropriate link belt and a new cover with the original charging 
socket. The winch is lowered manually via the control mechanism/nut. The rope can be 
manually unwound and wound via the control mechanism without starting the machine. 
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+ picture with the BOM used in the spare parts catalogue - to be added after editing parts 
manual. 
 
 
 
 
 
 
 
 
                                                                                                                                                                     
 
 
                                                             
 


