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Product

Change of hydraulic oil ILD02 / 2SGS.

Background

By using the new Q8 Auto 14 oil, we can reduce the operating temperature of the hydraulic
system by up to 10°C. When Q8 Auto 14 oil is combined with a tubular hydraulic system, the
operating temperature drops by up to 30°C.

Importance
Informative

Valid from
16.10.2023

Valid for

SPIDER ILDO2 S/N 4287 and higher
SPIDER 2SGS S/N 4254 and higher
SPIDER ILDO2 EFI S/N 63 and higher
SPIDER 2SGS EFI S/N 448 and higher

Price and Availability
Price: see the Latest Price list

Availability:
Retrofit ability

Fully backward compatible only when replacing all of the original hydraulic oil and hydraulic

filter.

New Parts / Superseded / Superseding

For mowers ILD02 / 2SGS with engine FS

Superseded parts

Superseding parts

Description Number Qty. Description Number Qty.
Hydraulic oil Q8 Heller K101 8.5 Hydraulic oil Q8 Auto K106 8.5
68 14
Label - technical label Label - technical label
ILD02/2019 2P331 1 ILDO2 FS 2024 2P341 1
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For mowers ILD02 / 2SGS with engine EFI

Superseded parts Superseding parts
Description Number Qty. Description Number Qty.
Hydraulic oil Q8 Heller K101 8.5 Hydrauli oil Q8 Auto K106 8.5
68 14
Label - technical label Label - technical label
ILDO2 EFI 2P330 1 ILDO02 EFI 2024 2P340 1
Warranty
N/A
Attachment
Parts manual PM_EN-CZ 2SGS+ILDO2+EF|_sn_4225(2).pdf
Page 59

Technical description

Q8 Auto 14 oil has long been used in Spider Xliner Lite and Xliner Premium mowers and
Spider Autonomous 2.0 mowers.
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Engine:  Kawasaki FS 730V EFI

g

SPIDER ILD 02 EFI_ ||

Engine: Kawasaki FS 730V EFI

Type

10W40 /API SG ‘ oil V40 APISG

2,11

Spark plugs NGK BPR4ES

Pressure max. 300kPa

Lubrication

Engine: Kawasaki FS 691V

.:u_ 10W40 / API SG |

[ Quanity NN Quaniiy
NGK BPR4ES |

Spark plugs

.i!la_ Unleaded petrol

Hydrostatic system

Electronic system

Pressure max. 300kPa

Lubrication

Sliding surfaces

43 PSI

Quantity
Spark plugs GK BPR4ES
Unleaded petrol

Hydrostatic syst e~

Quantity

Electronic system

Accumulator 12V/18Ah FBTX20L
Fuses 5A /20A /40A

16 x6.50-8
max. 300kPa / 43 PSI
Lubrication:

Eizl i- INTERFLON FIN LUBE TF |
Siding suraces

Tires:
Type
Pressure

Type SPIDER | SG

Engine: Kawasaki FS 691V

o

Spark plugs BPR4ES

Hydrostatic systepe™" N\
oi \QBAUTO 14
Quantity

Electronic system

naz!liimﬂn- 12V/18Ah FBTX20L |
m 5A /30A /40A |

LCER

16 x 6,50 - 8
_Pressure max. 300kPa /43 PS| |

Lubrication:
INTERFLON FIN LUBE TF

43 PSI

Chains

Sliding surfaces [NE AR AL IRV i
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