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Bonnet Bushing — set

Informative

ProbucT

Bonnet bushing — set

VALID FROM
March 2008

VALID FOR

Spider ILD02 S/M 122 and onward

PARTS MANUAL

Original | Spider ILD02 — revision 03-01-09-2007

Updated | Spider ILDO2 — revision 04-01-03-2008
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BACKGROUND

The engine Bonnet of Spider ILD02 machines S/N 122 and onward will be newly mounted through a
rubber bushing firmly installed in the Bonnet. This prevents the frequent losses of original rubber washers
and simplifies the mounting and dismounting of the engine Bonnet.

TECHNICAL DESCRIPTION

This new Bonnet Bushing — set (2N04K200) is mounted as a replacement for the original Low Acorn Nut
(N918) and Bonnet Washer (N919). This new Bonnet Bushing is firmly installed in all new engine
Bonnets (2N04S010).

SUPERSEDED/NEW PARTS

New Parts

Description

Bonnet Bushing — set

Number Qty
2N04K200 4
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PRICE AND AVAILABILITY
Price: See latest Price list.

Availability: |March 2008

RETROFIT ABILITY

Original parts for older machines will be supported.
It is possible to install the new mounting system to older Spider ILDO1 and Spider ILD02 machines. In
this case it will be necessary to install 4 pieces of exchange sets “Bonnet Bushing — set” (2N04K200)

RELATED DOCUMENTS

Parts Manual | Spider ILD02 — revision 04-01-03-2008

Service Bulletin | SB_042 EN_Bonnet Bushings

ATTACHMENTS

Parts Manual

Spider 1LD02 — revision 04-01-03-2008
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KAPOTAZ SEKACKY 02 / BONNET 02

No.[Part No. |Komplet|SPIDER No.[QTYText Designation
1[2N04S010 1|Kapotaz motor 02 Bonnet - engine 02
2[2N04K100 4[Kapotaz rameno 02 Bonnet - arm 02
3[N919 4|Podlozka 8 velkoplos$na Bonnet washer
4|N918 4[{Matice M8 uzavrena Low acorn nut
5[2N04K200 122 - 4|Prachodka kapotaze - kompl{Bonnet bushing - set
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