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PRODUCT 

Innovation of steering servomotor 

VALID FROM 

March 2008 

VALID FOR 

Spider ILD02 S/N 122 and onward. 

PARTS MANUAL 

Original Spider ILD02 – revision 03-01-09-2007 
Page 32, 33 

Updated Spider ILD02 – revision 04-01-03-2008 

BACKGROUND 

In order to improve the steering servomotor functioning a change in its construction has been 

implemented.  

TECHNICAL DESCRIPTION 

The new servomotor is equipped with an electric motor with higher output power and higher efficiency. It 

is also equipped with a resistant planet gear.  Due to the use of the new planet gear of the steering 

servomotor it was necessary to use a new cog-wheel with a higher number of teeth in order to preserve 

the transmission ratio.  

When installing the new steering servomotor to older Spider ILD02 machines it is necessary to use an 

exchange set, which included all parts necessary for a correct functioning of the servomotor. 

 

Original system New system 
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NEW/SUPERSEDED/SUPERSEDING PARTS 

New parts 
Description Number Qty 

Steering servomotor PAL827 2R02S010 1 

Sprocket Z12 PAL827 2R02S020 1 

Plug PAL827 2R02S030 1 

Steering servomotor PAL827-komplet 2R02K100 1 

PRICE AND AVAILABILITY 

Price: See latest Price list. 

Availability:  March 2008 

RETROFITABILITY 

Original APS steering servomotor and related parts will be further supported. 

The New Steering Servomotor PAL827 cannot be mounted on the original steering servomotor bracket. 

When mounting  the new PAL827 steering servomotor onto older Spider ILD02 machines (up to S/N 

121) it is necessary to use an exchange set, which includes all necessary parts needed for a proper 

functioning of the servomotor (Steering servomotor PAL 827 set - 2R02K100, see Parts Manual extract 

below). Original “Steering servomotor APS” cannot be installed  instead of “Steering servomotor 

PAL827” on Spider ILD02 machines S/N 122 and onward. 

RELATED INFORMATION 

- Spider ILD02 S/N 122 and onward use a new steering servomotor PAL827. 

- The Steering bracket - APS is newly equipped with holes allowing the installation of both servomotors: 

APS and PAL 827 

- When installing new Steering Servomotor PAL827 to older Spider ILD02 machines (S/N 1-121) it is 

necessary to use a complete upgrade set. 

- Original APS servomotor will be further supported. 

ATTACHMENTS 

Parts Manual Spider ILD02 – revision 04-01-03-2008 

Page 32 
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MOTOR NATÁČENÍ KOL / STEERING SERVOMOTOR 

No. Part No. KompletSPIDER No.QTYText Designation

1 1R01K001 1 Rameno komplet Arm - complete

2 1R01S170 2 Kladka sestava Pulley assembly

3 1R01S181 2 Distanční kr. kladka 10/24/v9 Spacing ring 10/24/v9 - pulley

4 1R02S016 1 Konzola řízení - APS Steering bracket - APS

5 1R02S027 1 - 121 1 Ozubené kolo Z10-APS Sprocket Z10 - APS

5 2R02S020 122 - 1 Kolo 12 PAL827 Sprocket 12 PAL827

6 1R02S082 1 - 121 1 Servomotor řízení - APS Steering servomotor - APS

6 2R02S010 122 - 1 Servomotor řízení PAL827 Steering servomotor PAL827

7 N831 1 Šroub M10x40 ŽZN Capscrew M10x40

8 N801B 3 Šroub M8x25 Screw M8x25

9 N835 1 Matice M10 Nut M10

10 2R02S030 122 - 1 Vložka PAL827 Plug PAL827

11 2R02K100 x 1 Servomotor řízení PAL827 - kompletSteering servomotor PAL827 - set 
 

Servomotor řízení PAL827 - komplet/ Steering servomotor PAL827 - set 

 


