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Informative

Technical change, servicing not necessary

Recommended

Technical change, which reflects frequent defect. Change should be carried out during next servicing.

Obligatory

Technical change, which reflects possible danger. Immediate servicing is necessary.

GENERAL

Issue

Modified main harness for ILD02SG Part number: 2S07S056

Valid for

SPIDER ILD02SG Serial Number: 2529 — higher

Importance

Informative: Technical change, servicing not necessary

Background

Modified main harness for a new NBB Control Unit (see PPI no. 102) allowing to control the winch from
remote controller.

Technical description

Spider ILD02SG Serial number 2529 and following is equipped with a new Main harness (2S07S056) for
improved winch control. There are two sockets added to the harness. Socket 1 connecting fuse box output
with a winch valve and Socket 2 to be plugged into a new connector in NBB Control Unit Serial number

96 001 XXXXX.
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Material
Superseded parts Superseding parts
Description Number Qty. Description Number Qty.
Main harness ILD02SG 25075055 1 | Main harness ILD02SG 25075056 1
Elobau Elobau - Winch

Price and Availability
Price: See the latest Price list

Availability: August| 2016

Retrofit ability

Fully compatible for ILD02SG equipped with Elobau sensor of driving servo motor. For all machines
without Elobau sensor of driving servo, compatible with wiring reduction Elobau part no. 15075160

Warranty
N/A

Related Documents

Parts manual ILD02 PM_ILDO02SG_sn 2529- rev 01-22-08-2016_Parts manual 1LD02

Parts and Product PPI 102 EN Control unit NBB 9600 Baud
information - ==

Service bulletin SB_081_EN_Main harness adjustment for ILD01_I1LD02
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