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Product 
Wheel Shaft 

Background 
Product improvement, lifespan extension 
Frequent damage of the wheel shaft and consequential damage of the wheel hub 
Mainly on SPIDER ILD02 

Importance 
Informative: Technical change, 
Change should be carried out in accordance with the wear and tear of the wheel shaft.  
It should be done in combination with PPI_104 Wheel Hub Finish. 

Valid from 
January 2017 

Valid for 
Spider ILD02SG S/N 2706 and higher 

Superseded / Superseding 
 

*Part number does not change, fully backwards compatible. 

Price and Availability 
Price: see the Latest Price list 

Availability:  February 2017  

Retrofit ability 
Fully compatible 

Warranty 
N/A 

Related documents 

Parts manual PM_ILD02SG_sn 2619-_rev 01-15-02-2017_Parts manual ILD02 

  

Superseded parts Superseding parts 

Description Number Qty. Description Number Qty. 

Wheel shaft with sprocket 1P01S063* 1 Wheel shaft with sprocket 1P01S063* 1 

Washer 12 N2054 1 Wheel hub Washer 1P03S080 1 
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Technical description:  
The thread of the shaft has been prolonged for the use of a custom made washer. Also the surface of the 
conus is smoother than before thanks to a diamond burnishing tool. 
 
 

  

     Old       New 
!!ATTENTION!! 

Be aware that the thread has been prolonged due to the thickness of the new washer. 
THE NEW WASHER SHOULD THEREFOR ONLY BE USED WITH THE NEW WHEEL SHAFT  
The washer should be placed with the hollowed out side against the wheel hub so that the bolt is on the flat 
side of the washer. The custom washer is only useable with the new Wheel shaft. 
If there are any old wheel shafts in storage use these as replacement for ILD01G wheel shafts. 
All Wheel shafts send will be of the newer version and the new washer will be send with it. 
 
 


