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Informative Technical change, servicing not necessary 

Recommended Technical change, which reflects frequent defect. Change should be carried out during next servicing. 

Obligatory Technical change, which reflects possible danger. Immediate servicing is necessary. 

 

GENERAL 

Issue 

Change of tyre pressure ILD01G/ILD02SG to 300kPa (3 bar, 43 PSI) 

Valid for  

All machines ILD01G/ILD02SG equipped with tubless tyres and steel rims P/N 1P03S012 

 

SPIDER ILD01G from S/N 12471EX-00998 and onwards 

SPIDER ILD02SG from S/N 09541EX-01689 and onwards  

 

Importance 

Technical change, servicing not necessary 

BACKGROUND 

Higher tyre pressure 300kPa (3 bar, 43 PSI) increases protection against punctures and ensure 

easier turning of the wheels 

TECHNICAL DESCRIPTION 

Never use the maximum tyre pressure listed on these tyres 425kPa (4,25 bar, 62 PSI).  

ATTENTION!!!  

The maximum allowed pressure of the wheel steel rim is only 300kPa (3 bar, 43 PSI). 

Tyre pressure over 300kPa (3 bar, 43 PSI) may result in disc damage. Never inflate the 

tyre under 250kPa (2.5 bar, 43PSI) 

 

 

Wheel 16x6.50-8 TL SAVA – steel rim 1P03K006 
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MATERIAL 

 

 

 

  

 

PRICE AND AVAILABILITY 

Price:  not changed 

Availability:  2015 

Retrofitability 

Fully compatible for all machines ILD01G/ILD02SG equipped with tubless tyres and steel 

rims P/N 1P03S012 

 
 

Parts concerned 

Description Number 
Labet – Tyre pressure ILD01G/ILD02SG 3P209 

Label – Technical label ILD02 / i - FS691V 2P337 

Label – Technical label ILD01/j - FS 541V  Interflon 1P335 



 

 

 

 


