Dvorak — svahové sekacky s.r.o.
Pohled 277, 58221 Pohled, CZ

Service Bulletin

Bulletin: 76

Date: 20.7. 2015

)y SpidEI' Recall - Defective fuel tank

parts@spider-cz.com

bushings ILD01G

OBLIGATORY

Informative | Technical change, servicing not necessary

Recommended | Technical change, which reflects frequent defect. Change should be carried out during next servicing.

Obligatory | Technical change, which reflects possible danger. Immediate servicing is necessary.

GENERAL

Issue

Replacement of defective fuel tank bushings on SPIDERS ILD01G

Valid for

SPIDER ILDO1G from S/N 12471EX-01001 to S/N 13261EX-01217 and items purchased between

November 2014 to July 15" 2015

Importance

Obligatory: Technical change, which reflects possible danger. Immediate servicing is necessary

Background

According to the information of the manufacturer it is necessary to replace both fuel tank bushings for an
updated ones due to use of unstable material which can react with the fuel and can break apart.

This can cause fuel leak and risk of fire.

Forward these information to your customers and perform this repair as soon as possible.
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Related information

PARTS MANUAL - ILD 01G

Spider 998 -

rev. 04-29-01-2015

Fuel system / Palivova soustava

-41 -
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PARTS MANUAL - ILD 01G

Spider 998 -

rev. 04-29-01-2015

Fuel system / Palivovasoustava

No.|Part No. |Complete|SPIDER No.|QTYDesignation Text
1]1503K010 X 1{Tank - complete Nadrz palivova - komplet
2115035020 1|Tank cap Vicko nadrze
31503K100 X 2|Tank strap complete Timen nadrze komplet
4|N2480 1|Breather hose - 400 mm - 01|Hadice odvzdusnéni - 400 mm - (
21503K130 X 1{Weight with hose Zavazicko s hadici
6115035140 X 1|Fuel filier Palivovy filir
TIN1012 1|{Fuel hose - lead in Palivova hadice - pfivod
8115035150 1|{Tank cap sealing Tésnéni vicka palivové nadrze
9125035150 1|Roll over valve Roll over valve
10|MKO15250 1{Breather hose MINI Hadice odvzdu&iiovaci MINI
1111503K150 X 1Fuel tank breather set ILD0110dvétrani palivove nadrze 1LDOT
12125035040 2|Fuel tank bushing Prachodka palivové nadrze

TECHNICAL DESCRIPTION

Machines with the serial number listed above can be affected with this problem. All listed units above
will require the fuel bushings to be replaced as below in section Installation Instruction

MATERIAL
Description Number QTY
Fuel tank bushing 25035040 2

Price and Availability
Price: Not changed

Availability: July 2015

Retrofitability
Fully compatible

Working time
0,5h

Warranty Information

Labour and parts costs will be reimbursed upon your warranty request

We apologise for any inconvenience that this may cause and we thank you for your

co-operation
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INSTALLATION INSTRUCTION

TECHNIQUE
Disassembly:

- Disconnect the battery and spark plugs to prevent accidental starting of the machine and possible

injury
Suction fuel tank bushing
- Remove the screw of the pipe holder
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Pull up the pipe from the bushing

Pull up the bushing from the fuel tank
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- Remove the clip from plastic hose, use a flat screwdriver

- Now you can pull off the hose from the pipe and remove the bushing

Be careful: hose may fall into the tank, secure it first
W — o
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Breather bushing
Pull up the pipe from the bushing

Remove the breather bushing from the fuel tank
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Assembly:

- Take the above steps in reverse order
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