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Product

Pivot support for Spider ILDO01

Valid from
August 2016

Valid for

SPIDER ILDO01 with bumpers P.N.1S01S203, standardly assembled from ILDO1 S.N. 1532

Background

Additional support leg allows zero turning of Spider ILD01

Technical description:

Additional leg is mounted on the bumper on the side of hydraulic tank and filling neck of the
hydraulic tank. At a maximum cutting height and correct steering position it is possible by pushing
down the lever to lift two wheels up in the air and with help of driving to turn the machine around its

vertical axis.
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New parts
Part No. Complete | QTY | Designation
1L01KO000 X 1| Pivot support for standard height of cut (60-110 mm)
1L01K100 X 1| Pivot support for optional lower height of cut (30-80mm)
1L01S180 1| Clamp
N1041 4 | Countersunk bolt M6x12
N2511 1| Self-drilling bolt 4,8x16
1L01S190 1| Rubber pad 30x37x5
N2528 4 | Silentblock
1L02K020 1| Filling neck extension
15025150 1 | Cap with longer dipstick
N2316 1 | Retaining ring
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Price and Availability
Price: see the Latest Price list

Availability: | August 2016

Retrofit ability

Fully compatible for Spider ILDO1. Pivot support P/N 1L01K000 for mowers with a standard height
of cut and Pivot support P/N 1L01K100 for mowers with an optional lower height of cut together
with hydraulic tank filling neck extension and cap with longer dipstick.

Installation Instruction

Tools

Description
T-27 Torx bit
Flat Spanner 13
Flat Spanner 27
Flat Spanner 16
Screwdriver bit - Cross
Cordless drill
Retaining ring pliers
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Technique for mowers with standard cutting height

1. Clean debris around hydraulic oil tank, especially around cap and filling neck
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2. Dismount bumper — complete P/N 1S01S203 from mowing deck
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4. Dismount hydraulic tank cap and slip the pivot support over the hydraulic tank filling neck,
don't forget to tighten back the hydraulic tank cap straight away to centralize the pivot support

5. Attach the bumper and mount it to the mowing deck. Check the bumper for any damage, if you
cannot fit the bumper with the pivot support to the mowing deck holes, your bumper could be
bended or damaged. In this case we do recommend to use a new bumper.
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6. Attach Pivot support clamp P/N 1L01S180 with rubber pad P/N 1L01S190 and screw it together
by 4x countersunk bolts P/N N1041 and 1x Self — drilling bolt P/N N2511

Technique for mowers with optional lower cutting height

1. Clean debris around hydraulic oil tank, especially around cap and filling neck
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2. Dismount bumper — complete P/N 1S01S203 from mowing deck
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4.

Dismount hydraulic tank cap and mount on the filling neck extension P/N 1L02K020 (make sure
that sealing is fitted inside). Slip the pivot support over the extension piece and centralize it by

retaining ring P/N N2316 in appropriate groove and mount on the cap with longer dipstick P/N
1S02S150.

5. Attach the bumper and mount it to the mowing deck. Check the bumper for any damage, if you
cannot fit the bumper with the pivot support to the mowing deck holes, your bumper could be
bended or damaged. In this case we do recommend to use a new bumper. Attach Pivot support

clamp P/N 1L01S180 with rubber pad P/N 1L.01S190 and screw it together by 4x countersunk
bolts P/N N1041 and 1x Self — drilling bolt P/N N2511
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Related documents

Parts manual

PM_ILDO1G_sn 1532-_rev 01-22-08-2016_Parts manual ILDO1.pdf

Parts and Product
information

PP1_100_EN_Pivot support for ILD01

Operator’s manual

OM_ILDO01G_rev 01-22-08-2016_EN_Operation manual

Attachment

Parts manual

PM_ILDO1G_sn 1532-_rev 01-22-08-2016_Parts manual ILDO1.pdf

Page

34
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PARTS MANUAL - ILD 01G

Spider s.n. 1532 -

rev. 01-22-08-2016

Pivot support for ILD01/ Podpéra pro otaceni ILD0O1

NojPart No. Complete[SPIDER No|QT Y Designation Text
Pivot support for standard Podpéra pro otaceni pro
AALOTKI00 = ! height of cut (60-110 mm) standardni vy$ku (60-110 mm)
Pivot support for optional Podpéra pro otaceni pro nizsi
B[RS X ‘ lower height of cut (30-80 mm)|vy$ku (30-80 mm)
2|1L01S180 1|Clamp Spona
3[N1041 4|Countersunk bolt Sroub zapustény M6x12
4|N2511 1[Self-drilling bolt Sroub samovyvrtny 4.8x1,6x16
5]1L01S190 1| Rubber pad Podlozka baterie 30x37x5
6[N2528 4|Silentblock Silentblok
7{1L02K020 1|Filling neck extension Prodlouzeni hrdla
8/1S02S150 1]Cap with longer dipstick Vicko - prodlouzena mérka
9|N2316 1|Retaining ring Pojistny krouzek

1L01K000 Pivot Sup

standard height of cut (60-110mm)

port for

=

1L01K100 Pivot Support for
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optional lower height of cut (30-80mm)




