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Informative Technical change, servicing not necessary 

Recommended Technical change, which reflects frequent defect. Change should be carried out during next servicing. 

Obligatory Technical change, which reflects possible danger. Immediate servicing is necessary. 

GENERAL 

Product 

Main harness adjustment cable for remote winch control, PART NUMBER: 

 2W01S302 for ILD02 

 1W01S301 for ILD01 

Valid from  

August 2016 

Valid for 

Spider ILD 01 s.n. < 1532 

Spider ILD 02 s.n. < 2529 

Importance 

Informative – Technical change, servicing not necessary 

Background 

Main harness adjustment allowing winch control from remote controller for Spider ILD01 and ILD02 

Technical description: 

Spider ILD01 s.n. 1532 – higher and Spider ILD02 s.n. 2529 – higher are equipped with a new 

Control units NBB s.n. 96 001 xxxxx allowing a winch control (switch ON/OFF) from remote 

controller. In order to meet a customer´s need for the same feature on older machines with lower 

serial number than mentioned above we are offering a main harness adjustment cable for such 

control.  

Superseded / Superseding / New Parts 

New parts 

Part No. Complete QTY Designation 

2W01S302 x 1 Winch harness for HSN02 -
ILD02 adjustment 

1W01S301 x 1 
Winch harness for HSN02 -

ILD01 

 

Price and Availability 

Price: See the latest price list 

Availability: August 2016 
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Retrofit ability 

Fully compatible with all ILD02 S/N < 2529 and ILD01 S/N < 1532 equipped with NBB Control 

units and winch, although this cable adjustment must be accompanied with replacement of previously 

used NBB Control units S/N 999 xx xxxx for NBB Control unit S/N 96 001 xxxxx with remote 

control. 

Installation Instruction  

Tools 

Description Qty. 

Screwdriver crosshead 1 

Plastic straps 2 

Technique 

Spider ILD01: 

Adjusting cable consists of two sockets which are connecting winch electromagnetic valve with NBB 

Control unit. It´s necessary to tighten the cable to hydraulic hoses by plastic straps (see the pictures 

below) so the cable doesn’t collide with any moving part on the mower such as steering chain etc. 
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Spider ILD02: 

Adjusting cable consists of two sockets which are connecting winch electromagnetic valve with NBB 

Control unit. It´s necessary to tighten the cable to hydraulic hoses by plastic straps (see the pictures 

below) so the cable doesn’t collide with any moving part on the mower such as steering chain etc. 
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Working time 

0,5 h 

Warranty 

N/A 

 

Related documents 

Parts and Product 

information 
PPI_102_EN_Control unit NBB 9600 Baud 

Parts manual PM_HSN02_rev 09-22-08-2016_Parts manual_HSN02 

 

 

 

 

 

 

 


